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ARGUS HOST SPECIFICATIONS FOR BuILD 9.0.0

For any Server that is going to be used by a large customer as an Argus Host with
Build 9.0.0, the following minimum requirements should be met:

Number of Controllers Hard Drive Requirements
Less than 20 Controllers 16GB 500GB SSD* drive.
20 — 49 Controllers 16GB 1TB SSD drive.
More than 50 Controllers 16GB 2TB SSD drive.

*8SD stands for Solid State Drive, PC storage that is much faster than a regular
hard drive. An SSD can read and write data much faster than a mechanical hard
drive, at least 3 times as fast as conventional hard drives.

Notes:
It is not recommended to use Xeon Processors.

Performance may suffer on machines with slower processors and less than 16GB of
RAM.

While the Argus software is generally very efficient in terms of bandwidth, it may be
affected by very slow internet connections.

Running the Server on a Virtual Machine (VM) is possible but realize that a VM can
be sharing physical hardware with other VMs and can cause it to slow down. It is not
recommended to run large systems on a VM.

Important: At least one user on the Argus Server PC needs administrator
privileges to start and stop the Argus software.

Minimum Server Requirements

RAM See Table Above.
Processor e Intel Core i7 (or AMD equivalent) or better.
Hard Drive See Table Above. ‘
os e  Windows Professional 7, 8, 10 or 11, or Windows Server 2008, 2012, 2016, 2019,
or 2022.
Monitor 24" HD (1920 x 1080). ‘
e Internet Connection is required.
Other

e A network card is required for any Argus system.
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ARGUS CLIENT SPECIFICATIONS FOR BuILD 9.0.0

For any Client that is going to be used by a large customer as an Argus Client with
Build 9.0.0, the following minimum requirements should be met:

RAM Hard Drive Requirements Processor
Minimum 8GB | 500GB SSD drive. Intel Core i5 (or AMD
equivalent) or better.
Recommended 16GB | 1TB SSD drive. Intel Core i7 (or AMD
equivalent) or better.

Notes:
Performance may suffer on machines with slower processors and less than 8GB of
RAM.

While the Argus software is generally very efficient in terms of bandwidth, it may be
affected by very slow internet connections.

Minimum Client Requirements
RAM See Table Above.

Processor See Table Above.

Hard Drive See Table Above.

os e  Windows Professional 7, 8, 10 or 11, or Windows Server 2008, 2012, 2016, 2019,

or 2022.
Monitor 24" HD (1920 x 1080).
Other e Internet Connection is required.

PC Specifications Guidelines

While Titan 900 can run on a PC with a lower specification than indicated above, it
can cause problems and create a frustrating experience. The recommended
specifications are current and should be followed for optimal outcomes.

To future proof your PC, it is best to buy as much RAM as the computer supports
and you feel comfortable buying. It is highly recommended to have a Motherboard
that supports at least 32GB RAM or more, even if you are only buying 8GB or 16GB
currently.
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ARGUS SAAS SPECIFICATIONS FOR BUILD 9.0.0

For any SaasS that is going to be used by a large customer with Build 9.0.0, the
following minimum requirements should be met:

Hard Drive Requirements Processor

Minimum 500GB SSD drive. Intel Core i5 (or AMD
equivalent) or better.

Recommended 16GB | 1TB SSD drive. Intel Core i7 (or AMD
equivalent) or better.

Notes:
Performance may suffer on machines with slower processors and less than 8GB of
RAM.

While the Argus software is generally very efficient in terms of bandwidth, it may be
affected by very slow internet connections.

RAM See Table Above.

Processor See Table Above.

Hard Drive See Table Above.

oS e  Windows Professional 7, 8, 10 or 11, or Windows Server 2008, 2012, 2016, 2019,
or 2022.

Monitor 24" HD (1920 x 1080).

Other ¢ Internet Connection is required.
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